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MAXIMUM POWER AND FUEL CONSUMPTION
Rated Engine Speed-(PTO speed-l064rpm)
Location of tests: IRSTEA, Centre d'Antony, I rue
Pierre-Gillesde Gennes CS I 0030 Antony, 92 I 63,
Cedex, France
Dates of tests:January toApril, 2015.
Manuåcturer: AGCOS.AS, 4 I Avenue BlaisePascal,
60000 Beauvais, France
CONSUMABLE FLUIDS: FueI No. 2 Diesel
Specific gravity converted to 60" 160"F (1 5yI 5"C)
0. 83 7 Fuel wei ght 6. 98 lbs I gal ( 0. 8 ) 6 hg/l) Diesel
Exhaust Fluid (DEÐ 32Ea aqueous urea solution
DEF weight 9.08 lbs/gal (1,091 kg/l) Oit SAE
I5W40 API service classification CJ-4
Transmission and hydraulic lubricant Terrac
Trantan 9 I 0W40FrontaxlelubricantSAE 85W90
APIGL4
ENGINE: Make AGCO Power Diesel Type six
cylinder vertical with two turbochargers, air to air
intercooler and D.E.F(diesel exhaust fluid)
technology Serial No. 844\tT 1019 T06951
Crankshaft lengthwise Rated engine speed 2 I 00
Boreand stroke4.370" x5.709" (I I I.0mmx I45.0
mrn) Conpression ratio 16.7 to I Displacement
513 cu in (8419 ml) Startting system 12 volt
Lubrication pressure Air cleaner two PaPer
elements Oit filter one full flow cartridge Oil
cooler engine coolant heat exchanger lor crankcase
oil, radiatorfor hydraulic and transmission oil Fuel
fi lter one paper element Muffler vertical Cooling
medium temperature control thermostat and
variable speed fan
CHASSIS: Type front wheel assist Serial No.
D035901 Tread width rear 76.0" (1930 mm) to
89.1' (2262 mm) lront 6I.5' (1560 mm) to 89-4"
(2268 mm)Wheelbase 121.8" (3 0% mm)Hydraulic
control system directengine drive Transmission
CVT. Acombination of mechanical and hydrostatic
sections allow an infi nite sPeed adjustment within
the ranges noted. The transmission has two
mechanical ranges. Nominal travel speeds mph
(km/h) forward: Low range 0-2 0 (0 - 3 2 ),high range
0-25 (0-40) reverse: Low range 0-12 (0-20),hígh
range 0- I 8 (0-i0) Clutch a foot pedal controls the
hydrostatic oil flow Brakes multiple wet disc
hydraulically operated by two foot pedals that can
be locked together Steering hydrostatic Power
take-off 1000 rpm at 1970 engine rpm Unladen

































VARYING POWER AND FUEL CONSUMPTION
Maximum Power (l hour)
14.30 0.381 t8.27 0.77





200.6 2 t 16 0.415 16.80


















Maxirrrunr torque - 89 I lb. -t\. ( I 20 I Nm) at I 284 rpnt
MaxilÌìurn torque rise - 52.5%












































2100 5.8 0.473 14.62 187
(0.288) (2.88) (86)(7.82)
757a onPwll at Maximum Power-Turtle8
5.02 2120 5.0 0.546 12.ô6
(8 08) (03)2) (2.10)
50% of Ptll at Maximum Power-TurtleS
5.07 2132 3.2 0.587 I 1.78 189
(8.16) (0357) (2.J2) (87)


























50Vo of Pall at Reduced Engine





















(Unballasted - Front Drive Engaged)
MAXIMUM POWER AT SELECTED SPEEDS
REPAIRS AND ADJUSTMENTS: No repairs
or adjustments.
NOTE l: This tractor has an engine control
feature that allows the engine to run in a "boosted"
mode, increased power level, at travel speeds above
8.7 mph (14.0 km/h).
NOTE 2 : The data on this summary was obtained
from OECD report 2907 conducted on the Massey
Ferguson 8730 Diesel.
REMARKS: All test results l\'ere determined
from obsen'ed data obtained in accordance with
offrcial OECD test procedures. This tractor did
not meet the manufacturer's claim of 54 GPM
(205 l/min)remote flow. The performance fìgures
on this summarywere taken from a testconducted
under the OECD Code 2 test procedure.
We, the undersigned, certify that this is a true
summary of data from OECD Report No. 2907,






Board ofTractor Test Engineers


































































































































































































































TRACTOR SOUND LEVEL WITH CAB














RearTires - No., size,
Front Tires -No., size,
Tested Without Ballast
'lwo 7 I 0 17 5R42;++* ;l 2(8 0 )














Maximum forcc cxcrted throrrgh whole mnge:
i) Susrained pressure at compensaror cutoff:
ii) Pump deliven rarc at minimum pressure:




ii) Purnp delivcw rate at minimum pressure:





20390 llts (90.7 hN) (at24" (6 I 0 nrn)behind QAends)
22a60lbs (99.9 hN) (at QAends)
2885psi (l99har)
two outlet sets combined
53.1 C,PM(201.1 Unin)








Institute of Agriculture and Natural Resources
University of Nebraska-Lincoln


















tL' to Quick Attach ends
810
374
484
405
225
330
1025
60
478
695
628
1250
I 370
680
1014
260
1280
977
950
P
J --ì1
